Biosteel,

Round Spring Hard Wire - Low Nickel Content

Stainless steel alloy manufactured to prevent any nickel allergic reactions
(Cr 18%, MN 18%, MO 2%, N 1%, Ni 0.2%, Fe halance). Suitable
for all orthodontic applications.

ITEM # DESCRIPTION

C0401-06 Biosteel Round Wire 0.6mm, 40 meters
C0401-07 Biosteel Round Wire 0.7mm, 25 meters
C0401-08 Biosteel Round Wire 0.8mm, 20 meters
C0401-09 Biosteel Round Wire 0.9mm, 10 meters
C0401-10 Biosteel Round Wire 1.0mm, 10 meters

C0451-06 Biosteel Wire Spring Hard 0.6mm, 5009
C0451-07 Biosteel Wire Spring Hard 0.7mm, 5009
C0451-08 Biosteel Wire Spring Hard 0.8mm, 500g
C0451-09 Biosteel Wire Spring Hard 0.9mm, 500g
C0451-10 Biosteel Wire Spring Hard 1.0mm, 500g

Ad amS C I aS Stainless steel lingual bars in four sizes: small, medium, large, extra large.
p More retention due to large serrated anchorage surface.

GROUP/ITEM # DESCRIPTION
015-20081 Lingual Bar, Small ~ 55mm. 1/pkg.

Preformed

SUI‘gIC&| Wire SDECIflcatIOI’] 1SO AppI’OVEd 015-20082 Lingual Bar, Medium 65mm. 1/pkg.
. . 015-20083 Lingual Bar, Large 75mm. 1/pkg.
Elastic Stainless Steel 015-20084  Lingual Bar, X-Large 85mm. 1/pkg.

GRP/ITEM NO.  DESCRIPTION

- -
819-C0580-05  Pozzi Adams Clasp, 5.0mm, 0.7mm diam.  10/pk
819-C0580-055 Pozzi Adams Clasp, 5.5mm, 0.7mm diam.  10/pk O Z Z I I re e e
819-C0580-06  Pozzi Adams Clasp, 6.0mm, 0.7mm diam.  10/pk
819-C0580-065 Pozzi Adams Clasp, 6.5mm, 0.7mm diam.  10/pk

819-C0580-07  Pozzi Adams Clasp, 7.0mm, 0.7mm diam.  10/pk
819-C0580-08  Pozzi Adams Clasp, 8.0mm, 0.7mm diam.  10/pk e a a u e
819-C0580-09  Pozzi Adams Clasp, 9.0mm, 0.7mm diam.  10/pk
819-C0580-10  Pozzi Adams Clasp, 10.0mm, 0.7mm diam. 10/pk

819-C0580-11  Pozzi Adams Clasp, 11.0mm, 0.7mm diam. 10/pk
819-C0580-12  Pozzi Adams Clasp, 12.0mm, 0.7mm diam. 10/pk Light Weight stainless steel. Measures round

and rectangular wire with gauge and inch

sizes. The only device which helps to verify

sizes and maintain quality control. The wire wiircgﬂless of

gauge is a template which is used to meas-

ure the gauge or thickness of sheet metal or
wire. Around the edge are graduated, num- e

ArCh eS bered slots which fit wire or sheet metal. -

The metal or wire is tried in the various A

Surgical Wire Specification  1SO Approved slots until it just fits without being forced. éﬂiéét”éi 4

Elastic Stainless Steel GROUP/ITEM#  DESCRIPTION
014-19895 Wire Gauge

Preformed Labial

All Purpose Scissors

GRP/ITEMNO.  DESCRIPTION
819-C0585-25  Pozzi Labial Arches, 25mm, 0.8mm diam. 10/pk

819-C0585-28  Pozzi Labial Arches, 28mm, 0.8mm diam. 10/pk 7 long, stainless steel, autoclavable
819-C0585-31  Pozzi Labial Arches, 31mm, 0.8mm diam. 10/pk 0 ; ;

810-C0585-34  Pozzi Labial Arches, 34mm. 0.8mm diam, 10/pk 143°C, with plastic handles.
819-C0585-37  Pozzi Labial Arches, 37mm, 0.8mm diam. 10/pk

819-C0585-40 Pozz! Lab!al Arches, 40mm, 0.8mm d!am. 10/pk GROUP/ITEM#  DESCRIPTION
819-C0585-43  Pozzi Labial Arches, 43mm, 0.8mm diam. 10/pk 007-20012 Al Purpose Scissors

819-C0585-46  Pozzi Labial Arches, 46mm, 0.8mm diam. 10/pk
819-C0585-48  PozziLabial Arches, 48mm, 0.8mm diam., 10/pk
819-C0585-50  Pozzi Labial Arches, 50mm, 0.8mm diam., 10/pk

- WWW.americantooth.com 121




LANG DENTAL PRODUCTS DISTRIBUTED BY ATI

Lang Jet Seal

Jet Seal is a self-curing acrylic surface sealant. It can be
used when sealing soft and hard relines, temporary
crowns and bridges, denture repairs and dentures.

Lang Aquapres

Pressure Curing Unit

A high capacity hydraulic pressure curing unit designed
for use with self-curing acrylic resins. The Aquapres
should be used when repairing, relining or rebasing a
denture, fabricating an orthodontic appliance, bite
plane appliance, or a temporary crown and bridge.
Pressure curing unit eliminates porosity and yields
long-lasting, color-stable results without heat,
electricity or compressed air.

« Fills in surface porosity

« Increases color stability

« Easy to use auto-polymerizing resin

« Paint on any acrylic surface

« Air dries in approximately one minute

- Provides a hard surface finish w/excellent aesthetics
« No polishing necessary after application

+ Maintenance-free and easy to use

- Water filled pot holds its pressure for hours

« Acrylics cure dense, porous free, strong and
more aesthetically appealing than bench cured appliances

« 5" inside diameter/3.5" inside height for mechanically mounted models

+ Compatible with all Lang and competitor self-curing acrylic resins

Group/Item#  Description

« Unconditional two-year guarantee 092-4102C Lang Jet Seal (30ml)
Group/Item# Description
092-4905A Aquapres

Lang Aurora Visible Light
Curing Tray Resin

When original dentures require time
consuming lab repairs, eliminate your
patients inconvenience with the Denture
Duplicator. This system, with its illustrated,
explicit how-to instructions, enables a
dental assistant to create an identical units of resin and use as needed. It will
denture right in the office, quickly and remain stable in its doughy, no-stick
easily. stage for 24 hours.

Aurora Visible Light Curing Tray Resin A c—
new, easy to use custom tray acrylic '
resin that is strong, accurate and

curable under visible light! Mix several

-Delivers hard, distortion-free

« Produce full or partial dentures easily results with consistent strength

- Convert partials into temporary “immediate” full dentures .
- . " -Light curable (when used
- Make full dentures from existing dentitions : . : .
- with most light curing units)

+ Recommended for use with the Aquapres -Superior quality and flexibility
-Easiest handling and trimming
«Translucency provides ability to

judge thickness
+Available in blue

Group/Item#  Description
092-0398F Lang Denture Duplicator Flask

Group/Item#  Description

092-2534B Lang Aurora Visible Light
Curing Tray Resin Pound Package
(454g powder/236ml liquid)

Spray for lubricating metal flasks and trays for
easy removal of irreversible hydrocolloid.

Group/Item#  Description
092-0304S Lang Silicone Spray 12-oz Can

An Algin based solution, tin foil substitute.

e For easy separation of acrylic appliances
from stone models

¢ Pink solution allows for accurate cover
age of models

Ideal for dispensing acrylic liquid in limited

S

quantities without spilling. : N
\‘ . =
S

* Available in premixed solution

+ 107 mm glass pipette with 30 mm rubber bulb.

Group/Item# Description
Group/Item#  Description 092-2203P Lang Liquid foil 4-0z

-—

N

092-3100D Standard Package S Botdle Liquid (118ml)
Glass Droppers (10 droppers) D Ny
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AMERICAN DENTAL SUPPLY PRODUCTS

DISTRIBUTED BY ATI

SPECIALIZED DENTURE LABORATORY SUPPLIES

Regular & :
Heagy Duy  Boil Out Gloves

Diamond Polishing Paste

Extreme High Temperature Protection for your Hands
New, extreme high temperature protection for your hands! Our new, Heavy
Duty Boil Out Gloves protect your hands from
hot flasks and liquids. Withstands hot metal up
to 480°F. Excellent dexterity. Positive nonslip
grip, puncture and great chemical resistant insu-
lated, neoprene on cotton interlock with cotton T
fleece inner liner. Our Standard Boil Out
Gloves are effective to 212°F Durable and long lasting Knit lining

provides heat insulation and comfort. Non-slip grip & chemical resistant.

Group/Item# Description

097-G222-1  Boil Out Gloves 12” Reg.
097-G222-2  Boil Out Gloves Extra Long
097-G222-3  Cotton Liner for Boil Out Gloves
097-G222-4 New HD Boil Out Gloves (Med 14”)
097-G222-5 New HD Boil Out Gloves (Large 14”)
097-G222-6  New HD Boil Out Gloves (X-LG 14”)

Pink Polishing Paste®

For Metal and Acrylic

Polish to a sparkling shine in seconds! Use on soft dental
alloys and acrylics. Burnishes gold and shines up acrylic.
Easy to use. Just impregnate felt or flannel buff wheel
with Pink Polishing Paste and lightly buff at medium
speed. Rines off with water.

Group/Item# Description

097-P320-1 Pink Polishing Paste
1/2 oz. bottle

097-P320-2  Pink Polishing Paste

2 oz. bottle

097-P320-4  Pink Polishing Paste ~——

8 oz. bottle

Professional Speed Cure
Support for Place-It

Convection Soldering Turn Table guar-

antees perfect fitting restorations.

Position work pieces on the mesh screen

in the optimum position for soldering. =
Touch to turn. Solid refractory ceramic

table/support screen combination per-
mits Place-It to be hardened quickly, locks your long span framework accu-
rately in register for soldering or welding. Custom supports for porcelain
veneers are formed in record speed on the support screen. High density
durable board radiates heat from torch back to the underside of the Place-It
providing instantaneous hardening. Support screen can be removed for use
on a hot plate. Support screen can be inserted directly into furnace for
post-soldering. Heat resistant turntable provides superior convience and
soldering ease for several units simultaneously.

Group/Item# Description
097-S705-1 Convection Soldering Table Kit
Kit Contains: Table, Support Frame, Two 3” mesh screens, Place-It Type2

For Porcelain and Chrome

The king of abrasives! Save Money! Heavy concen-
tration of diamond crystals in a non-greasy, water
soluble base. Glaze adjustable areas and contacts on
porcelain without refiring. polish hard partial alloys
to a final super luster, and rinse clean.

Group/Item# Description

097-P322-1 Diamond Polishing - 2 grams
097-P322-2  Diamond Polishing - 5 grams
097-P322-3 Diamond Polishing - 10 grams

1y-Chrome Powder

Classic Universal Polish Medium

Polishes hard metal frameworks to a mirror finish. Polish

acrylic restorations to a final high shine. Mixes with water or @

glycerine to form an economical polishing slurry.

Group/Item# Description

T410-9 Ty-Chrome Powder
(11b tub)

T410-10 Ty-Chrome Powder
(5lb tub)

Alginate Tray Cleaner

Save Time and Soak Trays Clean

Easy to use. Just add to water and soak impression
trays clean. Removes stubborn alginate residues.
Safe powder formula stores easily. Indispensable,
efficient cleaner for plastic and metal trays.

Clinically tested.

Group/Item# Description
097-T734-1  Alginate Tray

Cleaner Powder - 2 Ib
097-T734-7  Alginate Tray

Cleaner Powder - 5 Ib

Turn N’ Solder®

Economical, Rotating,
Asbestos-Free Heat Sheild {

Turn N’Solder is an economical E

soldering board, designed for light duty, =

mounted in a stable, heat-resistant

turntable. Super convenience and solder- | B SIS

ing ease. Pin your workpiece in place or

use Place-It support. Use Turn N’ Solder

directly in front of porcelain furnace for

cooling and manipulation of sagger trays.

Resistant to molten metals and most chemicals. Economical lightweight
ceramic. Temperature tolerance of 3000°E. Withstands rapid heating and
cools to touch in seconds.

Group/Item# Description

097-T703-1 Turn N’ Solder Table
(6"x67x 1/27)
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AMERICAN DENTAL SUPPLY PRODUCTS

DISTRIBUTED BY ATI
SPECIALIZED DENTURE LABORATORY SUPPLIES

Place-It Type2°® ¢ Type3°© Wax Shine®

Place-It Type 2: Solder pontics without investing repair pin- Glass finish on Dental Waxes

holes in copings. Create Custom refactory pieces. Not tacky. Spreads easily on all dental waxes. Dries in
Safe and ash f minutes to a high shine without buffing.
¢ and asbestos Iree. Masks fine scratches in the wax surface. The

practical alternative to manual polishing of
wax-ups, bite blocks, and wax try-ins. Forms a
crystal clear, durable finish. Strengthens and
hardens thin wax copings. Safe ready to use,

Holds your assembly during soldering, weld-
ing, and firing. Will not rob heat from joints,
insuring an excellent bond. Heat shield pro-
tects acrylic during soldering. Use to repair

furnace parts. Use to 3200°F cleans up with water.

. . Group/Item#  Description
Place-It Type 3: Improved for laminates & porcelain. 097-W220-5  Wax Shine-pint
Holds all ceramic and PFM restorations in positions on firing pegs. Custom sup- 097-W220-6  Wax Shine-quart

port for veneers, inlays and onlays for direct firing on refactory pads. Tacky, ready
to use. Asbestos free. No hot spots. Easy clean-up.

i ®
Group/Item# Description S l d B d
097-P702-5 Place-It Type2 Medium syringe 30cc 0 67. Oﬂ V

097-P702-9 Place-It Type3 Medium syringe 30cc

Convenient, Asbestos Free -

Protect your Benches

Economical protection for work tables or benches. Withstands
quick heating and cools in seconds. Use in front of furnace to
cool sagger trays. Use under bunsen burner to prevent scorch-
ing of formica or wood counters.

Prevents Die Materials From - Grouo/Item# Descrio
. . [ roup/item: escription
Sthklllg to All Typ es of == 097-S701-1  Soldering Board 6"x67x.5” =
Impressions 097-5701-2  Soldering Board 6’x12’x.5"
Specifically designed to work with synthetic Die - 097-5701-3  Soldering Board 12"x12"x.5”
Materials. A terrific separator for resins, = 5

silicones, epoxies, and composites. Easy spray on or
paint. Non-flammable formula leaves a fine, thin

film. Spray on steel instruments to crate a non-stick w
surface for composite material. = < . .
P - = Superior Formulas Cleanly Separate Acrylic

_— & Stone - Clear Color

Liquid-Foil Tin Foil Substitute®

Group/Item# Description For labs that demand superior performance and quality. Ready to
097-P510-3  Plastic Release Agent-4 oz. spray

097-P510-4  Plastic Release Agent-8 oz. refill
097-P510-6  Plastic Release Agent-32 oz. refill

use. Adheres to stone, gels quickly, penetrates, and forms a fine
tough film. Ideal viscosity results in smooth application whether
painted on or poured. Requires only one coat. Film doesn’t lift from
edges. Smooth flow on stone and around teeth. Will not stick to
teeth or metal. Rinses off cleanly with water. Two super stable for-

® mulas. Contains no alcohol to evaporate.
Son-Eez Blue

Shipped year round in any temperature.

. Premium X-FOIL guarantees a perfect separation
General Purpose Ultrasonic Cleaner Group/Item#  Description

097-T550-6-CR  Original Liquid-Foil - 1quart
097-T550-8-CR  Original Liquid-Foil - 1qallon

Powerful and economical! New, improved, extra-
strength Son Eez Blue is a combination of ingredienta -
safe for use on all non-porous surfaces (glass, metal, plas-
tic, and rubber components). It has spectacular cleaning
power, removing oils, organic debris, abrasives, grinding
compounds, and general soil. High 1:32 dilution pro-
vides maximum economy. Use diluted cleaner directly

Keeps Your Lab Smelling Fresh & Clean

A unique blend of concentrated, EPA registered, biocidal ingredients
designed to deodorize. Pumice Deodorant reduces microorganisms
and fungi that cause foul odors and slime, keeping acrylic teeth or
corrode pumice tray. Super concentrate: 1:32. Minty aroma.

in the ultrasonic tank as a coupler, or in a glass, or plas-
tic beaker. promotes cavitation. Super in a heated bath
with soft or hard water. Rinses clean, leaves no film.
Pleasantly scented. Concentrated liquid and powder
formulas available.

Group/Item#  Description

Group/Item#  Description 097-P946-3 Pumice Deodorant - 4 oz. Concentrate
097-5924-6 Son-Eez Liq Blue 1qt 097-P946-6 Pumice Deodorant - Quart Concentrate
097-5924-8 Son-Eez Liq Blue 1gal 097-P946-32 Pumice Deodorant - Kit (Operatory)
097-5924-9 Son-Eez Liq Blue 1 Lb 097-P946-30 Pumice Deodorant - Kit (lab)
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Liquid Measure Conversions

C ion Tabl,
onversion iaotes o =5 milliliens
. . 1 thsp = 15 milliliters
l ngIZSb/Metrlc 11l oz. = 30 milliliters
1 cup (8 oz.) = 240 milliliters
1 pint (2 cups) = 470 milliliters
1 quart (4 cups) = .95 liter
1inch = 2540mm. imm. = 0.03937 inch 1 gallon (4 qts. = 16 cups = 12 oz.) = 3.8 liters
_— tiioh i - Weight Conversions
1/64" = 0,040 015625 172" = 12,70 5 1 oz. = 28 grams
1/32" = 079 03125 5/8" = 1588 625 1/41b. (4oz) = 114 grams
'Hﬁ = 1'?9 0625 354:: = 19.05 75 1/21b. (8 0z) = 227 grams
1/8" = 318 125 /8" = 2222 875 Ilb. (1602) - 454 grams
1/4" = 635 250 1 = 2540 1.0
3/8" — 952 375 3/41b. (12 0z.) = 341 grams
2.2 Ibs. = 1 kilogram (1000) grams
Temperature Conversions
inch  mm inch mm inch mm inch mm inch mm
Celsius
Fahrenheit ;
001 0,03 026 066 051 130 076 1,93 110 2,80 ry o WarerBolls e o0
002 0,05 027 069 052 132 077 1,96 A15 292 212° [ --—
003 0,08 028 071 053 135 078 1,98 120 305
004 0,10 029 074 054 137 079 2,01 125 3,18 = —
005 0,13 030 076 055 140 080 2,03 130 3,30
006 0,15 031 079 056 142 081 2,06 135 343 B [ |
007 0.18 032 081 057 145 082 2,08 140 356 |
008 020 033 084 058 147 083 2.1 145 368
009 023 034 086 059 150 084 2,13 150 3,81
010 025 035 089 060 1,52 085 2,16 155 394
011 028 036 091 061 155 086 2,18 160 4,06
012 030 037 094 062 157 087 221 A65 4,19
013 033 038 096 063 1,60 088 223 A70 432 Room Temperature ] |
014 036 039 0.99 064 163 089 226 A75 444 68 <
015 038 040 1,02 065 165 090 229 180 4,57 ]
016 041 041 1,04 066 168 091 231 185 4,70
017 043 042 1,07 067 1,70 092 234 190 483 52 e P e
018 0,46 043 1,09 068 173 093 236 195 4,95
019 048 044 1,12 069 175 094 239 200 508
020 051 045 1,14 070 178 095 241 210 533 PSI vs. Kilograms/cm®
021 053 046 1,17 071 180 096 2,44 220 559 - =
022 056 047 1.19 072 183 097 246 230 584 PSI = Kg/em PSI = Kg/em
023 0,58 048 1,22 073 185 098 249 240 6,10 5 = 035 30 = 21
024 061 049 1,24 074 188 099 251 250 635 10 = 070 35 = 246
025 064 050 1,27 075 1,90 100 254 260  6.60 143 = 1.0 40 = 281
15 = 1.05 45 = 3.16
20 = 141 50 = 352
25 = 1.76
Wire Gauge Conversion Chal't Formula: PSI x 0.07031 = Kilogram/ sq. cm
Gauge Gauge Gauge Gauge
Size mm. in. Size mm. in. Size mm. in. Size mm. in. For
0 8.25 325 10 2.59 102 19 0.91 036 28 0.30 012 Additional
1 7.34 289 1 2.31 091 20 0.81 032 29 0.28 on Information
2 653 | .257 12 206 | .081 21 0.71 028 30 025 | .010 Regarding
3 582 | .220 13 183 | .072 22 064 | 025 31 023 | .009 Conversions
4 5.18 204 14 1.63 064 23 0.56 022 32 0.20 .008 Pleacs)e Call
5 462 182 15 1.45 057 24 0.51 020 33 0.18 007 ur
6 41 162 16 1.30 05 2 Customer
: . g 051 5 0.46 018 34 222 | .0063 Service Line
7 3.66 144 17 1.14 045 26 0.41 016 35 142 | .00s6 (805) 487-
8 3.25 128 18 1.02 .040 27 0.36 014 36 0.13 005 9868
) 2.89 114
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